Utility-Scale Liquid Cooling Solution
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Fire Detection and Suppression
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| Technical Specification

ltem Specification

3 Max. Power 1725kW I 3440kW :
.~ Nameplate Capacity 3440.64kWh | 3440.64kWh |
| - PE:FP2865k | PE:FP3820k2 | |
- Compatible Inverters SMA: SC52630UP-XT | SMA: SCS3450UP |

.~ Battery Chemistry LFP |
Capacity 800
- Configuraton ~ ssop
~ Nominal Voltage ey
~ VoltageRonge w0752-38240
Working Conditions
_ Degree of Protecton NEMAZR/PS4
~ Noise Emission -soB@M
" Operating Temperoturé Rangesoc~5oc 7777777777777777777777777
_ Relotive Humidity ~— oomocondesng
~ Max. Working Altitude 9g00f3000m
General Information
~ Dimensions(WxHxD) 6058x243852,89mm !
 Weight 00k }
~ CoolingMethod lud Coolng
* Fire Suppression System  FM200MNovecloptiona)
- Aux.Power Supply  asovacPaLeOMZ
~ Max.Current of Aux. Power Supply A | oA
 Communication Protocol ~ ModousTcPP
. Certificate EC62619, UL1975, UL9540A, UNSS36 ?
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